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Dear Customers,

Please “PRE-ORDER” your goods and we will advice when ready for collection.
To pre-order please send us an email at sales@airportmetals.com.au

For any other enquiries or to obtain a quote, even on non stock items,
please call our friendly Sales Department.

Please note that prices are subjected to changes without notice.
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PLEASE NOTE

Aluminium:
Sheets are only sold as 3'x4’ — 6'x4’ —9'x4’ - 12'x4’
Plates are sold by the square/foot
Tubes and Extrusion are only sold in 6 foot or 12 foot lengths
Rods and Bars are sold by the foot

CDW:
Tubes are only sold in full lengths (24 feet long)

Chrome Moly:
Tubes, Rods and Bars are sold by the foot
Sheets minimum buy 3’x1’ — can be cut at any increments thereof

Stainless Steel:
Tubes are sold by the foot
Sheets minimum buy 3’x1’ — can be cut at any increments thereof

Titanium:
Sheets are sold as full sheets or by the square/foot
Titanium Rods are sold by the foot

Welding Rods:
Sold by the pound



ALUMINIUM SHEET

Type - Temper Specification Condition Thickness Sheet Size
2024-0 AMS 4461 (QQ-A-250/5) ALCLAD 0.020” 12ft x 4ft
2024-0 AMS 4461 (QQ-A-250/5) ALCLAD 0.025” 12ft x 4ft
2024-0 AMS 4461 (QQ-A-250/5) ALCLAD 0.032” 12ft x 4ft
2024-0 AMS 4461 (QQ-A-250/5) ALCLAD 0.040” 12ft x 4ft
2024-0 AMS 4461 (QQ-A-250/5) ALCLAD 0.050” 12ft x 4ft
2024-0 AMS 4461 (QQ-A-250/5) ALCLAD 0.063” 12ft x 4ft
2024-0 AMS 4461 (QQ-A-250/5) ALCLAD 0.071” 12ft x 4ft
2024-0 AMS 4461 (QQ-A-250/5) ALCLAD 0.080” 12ft x 4ft
2024-0 AMS 4461 (QQ-A-250/5) ALCLAD 0.090” 12ft x 4ft
2024-0 AMS 4461 (QQ-A-250/5) ALCLAD 0.100” 12ft x 4ft
2024-0 AMS 4461 (QQ-A-250/5) ALCLAD 0.125” 12ft x 4ft
2024-T3 QQ-A-250/4 BARE 0.020” 12ft x 4ft
2024-T3 QQ-A-250/4 BARE 0.025” 12ft x 4ft
2024-T3 QQ-A-250/4 BARE 0.032” 12ft x 4ft
2024-T3 QQ-A-250/4 BARE 0.040” 12ft x 4ft
2024-T3 QQ-A-250/4 BARE 0.050” 12ft x 4ft
2024-T3 QQ-A-250/4 BARE 0.063” 12ft x 4ft
2024-T3 QQ-A-250/4 BARE 0.071” 12ft x 4ft
2024-T3 QQ-A-250/4 BARE 0.080” 12ft x 4ft
2024-T3 QQ-A-250/4 BARE 0.090” 12ft x 4ft
2024-T3 QQ-A-250/4 BARE 0.125” 12ft x 4ft
2024-T3 QQ-A-250/4 BARE 0.160” 12ft x 4ft
2024-T3 QQ-A-250/4 BARE 0.190” 12ft x 4ft
2024-T3 QQ-A-250/5 ALCLAD 0.012" 12ft x 4ft
2024-T3 QQ-A-250/5 ALCLAD 0.016"” 12ft x 4ft
2024-T3 QQ-A-250/5 ALCLAD 0.020” 12ft x 4ft
2024-T3 QQ-A-250/5 ALCLAD 0.025” 12ft x 4ft
2024-T3 QQ-A-250/5 ALCLAD 0.032” 12ft x 4ft
2024-T3 QQ-A-250/5 ALCLAD 0.040” 12ft x 4ft
2024-T3 QQ-A-250/5 ALCLAD 0.050” 12ft x 4ft
2024-T3 QQ-A-250/5 ALCLAD 0.063” 12ft x 4ft
2024-T3 QQ-A-250/5 ALCLAD 0.071” 12ft x 4ft

2024-T3 QQ-A-250/5 ALCLAD 0.080” 12ft x 4ft
2024-T3 QQ-A-250/5 ALCLAD 0.090” 12ft x 4ft
2024-T3 QQ-A-250/5 ALCLAD 0.100” 12ft x 4ft
2024-T3 QQ-A-250/5 ALCLAD 0.125" 12ft x 4ft
2024-T3 QQ-A-250/5 ALCLAD 0.160” 12ft x 4ft
2024-T3 QQ-A-250/5 ALCLAD 0.190” 12ft x 4ft
5052-H32 AMS 4016 (QQ-A-250/8) BARE 0.025” 12ft x 4ft
5052-H32 AMS 4016 (QQ-A-250/8) BARE 0.032” 12ft x 4ft
5052-H32 AMS 4016 (QQ-A-250/8) BARE 0.040” 12ft x 4ft
5052-H32 AMS 4016 (QQ-A-250/8) BARE 0.050” 12ft x 4ft
5052-H32 AMS 4016 (QQ-A-250/8) BARE 0.090” 12ft x 4ft
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ALUMINIUM SHEET

Type - Temper Specification Condition Thickness Sheet Size
6061-0 AMS 4025 (QQ-A-250/11) BARE 0.032” 12ft x 4ft
6061-0 AMS 4025 (QQ-A-250/11) BARE 0.040” 12ft x 4ft
6061-0 AMS 4025 (QQ-A-250/11) BARE 0.050” 12ft x 4ft
6061-0 AMS 4025 (QQ-A-250/11) BARE 0.063” 12ft x 4ft
6061-0 AMS 4025 (QQ-A-250/11) BARE 0.080” 12ft x 4ft
6061-0 AMS 4025 (QQ-A-250/11) BARE 0.100” 12ft x 4ft
6061-0 AMS 4025 (QQ-A-250/11) BARE 0.125” 12ft x 4ft
6061-T4 AMS 4026 (QQ-A-250/11) BARE 0.025” 12ft x 4ft
6061-T4 AMS 4026 (QQ-A-250/11) BARE 0.040” 12ft x 4ft
6061-T4 AMS 4026 (QQ-A-250/11) BARE 0.050” 12ft x 4ft
6061-T4 AMS 4026 (QQ-A-250/11) BARE 0.063” 12ft x 4ft
6061-T6 AMS 4027 (QQ-A-250/11) BARE 0.016” 12ft x 4ft
6061-T6 AMS 4027 (QQ-A-250/11) BARE 0.020” 12ft x 4ft
6061-T6 AMS 4027 (QQ-A-250/11) BARE 0.025” 12ft x 4ft
6061-T6 AMS 4027 (QQ-A-250/11) BARE 0.032” 12ft x 4ft
6061-T6 AMS 4027 (QQ-A-250/11) BARE 0.040” 12ft x 4ft
6061-T6 AMS 4027 (QQ-A-250/11) BARE 0.050” 12ft x 4ft
6061-T6 AMS 4027 (QQ-A-250/11) BARE 0.063” 12ft x 4ft
6061-T6 AMS 4027 (QQ-A-250/11) BARE 0.071” 12ft x 4ft
6061-T6 AMS 4027 (QQ-A-250/11) BARE 0.080” 12ft x 4ft
6061-T6 AMS 4027 (QQ-A-250/11) BARE 0.090” 12ft x 4ft
6061-T6 AMS 4027 (QQ-A-250/11) BARE 0.100” 12ft x 4ft
6061-T6 AMS 4027 (QQ-A-250/11) BARE 0.125” 12ft x 4ft
6061-T6 AMS 4027 (QQ-A-250/11) BARE 0.160” 12ft x 4ft
6061-T6 AMS 4027 (QQ-A-250/11) BARE 0.190” 12ft x 4ft
7075-0 AMS 4048 (QQ-A-250/13) ALCLAD 0.025” 12ft x 4ft
7075-0 AMS 4048 (QQ-A-250/13) ALCLAD 0.032” 12ft x 4ft
7075-0 AMS 4048 (QQ-A-250/13) ALCLAD 0.040” 12ft x 4ft
7075-0 AMS 4048 (QQ-A-250/13) ALCLAD 0.050” 12ft x 4ft
7075-0 AMS 4048 (QQ-A-250/13) ALCLAD 0.063" 12ft x 4ft
7075-0 AMS 4048 (QQ-A-250/13) ALCLAD 0.071” 12ft x 4ft
7075-0 AMS 4048 (QQ-A-250/13) ALCLAD 0.080"” 12ft x 4ft
7075-0 AMS 4048 (QQ-A-250/13) ALCLAD 0.090” 12ft x 4ft
7075-0 AMS 4048 (QQ-A-250/13) ALCLAD 0.100” 12ft x 4ft
7075-0 AMS 4048 (QQ-A-250/13) ALCLAD 0.125” 12ft x 4ft
7075-T6 QQ-A-250/12 BARE 0.040” 12ft x 4ft
7075-T6 QQ-A-250/12 BARE 0.050” 12ft x 4ft
7075-T6 QQ-A-250/12 BARE 0.063" 12ft x 4ft
7075-T6 QQ-A-250/12 BARE 0.071” 12ft x 4ft
7075-T6 QQ-A-250/12 BARE 0.125" 12ft x 4ft
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ALUMINIUM SHEET

Type - Temper Specification Condition Thickness Sheet Size
7075-T6 AMS 4049 (QQ-A-250/13) ALCLAD 0.016” 12ft x 4ft
7075-T6 AMS 4049 (QQ-A-250/13) ALCLAD 0.020” 12ft x 4ft
7075-T6 AMS 4049 (QQ-A-250/13) ALCLAD 0.025” 12ft x 4ft
7075-T6 AMS 4049 (QQ-A-250/13) ALCLAD 0.032” 12ft x 4ft
7075-T6 AMS 4049 (QQ-A-250/13) ALCLAD 0.040” 12ft x 4ft
7075-T6 AMS 4049 (QQ-A-250/13) ALCLAD 0.050” 12ft x 4ft
7075-T6 AMS 4049 (QQ-A-250/13) ALCLAD 0.063” 12ft x 4ft
7075-T6 AMS 4049 (QQ-A-250/13) ALCLAD 0.071” 12ft x 4ft
7075-T6 AMS 4049 (QQ-A-250/13) ALCLAD 0.080” 12ft x 4ft
7075-T6 AMS 4049 (QQ-A-250/13) ALCLAD 0.090” 12ft x 4ft
7075-T6 AMS 4049 (QQ-A-250/13) ALCLAD 0.100” 12ft x 4ft
7075-T6 AMS 4049 (QQ-A-250/13) ALCLAD 0.125” 12ft x 4ft
7075-T6 AMS 4049 (QQ-A-250/13) ALCLAD 0.160” 12ft x 4ft
7075-T6 AMS 4049 (QQ-A-250/13) ALCLAD 0.190” 12ft x 4ft
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ALUMINIUM PLATE

Type - Temper Specification Condition Thickness Sheet Size
2024-T351 QQ-A-250/4 BARE 0.250” Per Square Ft
2024-T351 QQ-A-250/4 BARE 0.250” 12ft x 4ft
2024-T351 QQ-A-250/4 BARE 0.375” Per Square Ft
2024-T351 QQ-A-250/4 BARE 0.375” 12ft x 4ft
2024-1351 QQ-A-250/4 BARE 0.500” Per Square Ft
2024-T351 QQ-A-250/4 BARE 0.500” 12ft x 4ft
2024-T351 QQ-A-250/4 BARE 0.750” Per Square Ft
2024-T351 QQ-A-250/4 BARE 0.750” 12ft x 4ft
2024-T351 QQ-A-250/4 BARE 1.000” Per Square Ft
2024-T351 QQ-A-250/4 BARE 1.000” 12ft x 4ft
2024-1351 QQ-A-250/4 BARE 1.500” Per Square Ft
2024-T351 QQ-A-250/4 BARE 1.500” 12ft x 4ft
2024-1351 QQ-A-250/4 BARE 2.000” Per Square Ft
2024-T351 QQ-A-250/4 BARE 2.000” 12ft x 4ft
6061-T651 AMS 4027 (QQ-A-250/11) BARE 0.250” Per Square Ft
6061-T651 AMS 4027 (QQ-A-250/11) BARE 0.250” 12ft x 4ft
6061-T651 AMS 4027 (QQ-A-250/11) BARE 0.250” 10ft x 5ft
6061-T651 AMS 4027 (QQ-A-250/11) BARE 0.375” Per Square Ft
6061-T651 AMS 4027 (QQ-A-250/11) BARE 0.375” 12ft x 4ft
6061-T651 AMS 4027 (QQ-A-250/11) BARE 0.500” Per Square Ft
6061-T651 AMS 4027 (QQ-A-250/11) BARE 0.500” 12ft x 4ft
6061-T651 AMS 4027 (QQ-A-250/11) BARE 0.625” Per Square Ft
6061-T651 AMS 4027 (QQ-A-250/11) BARE 0.750” Per Square Ft
6061-T651 AMS 4027 (QQ-A-250/11) BARE 0.750” 12ft x 4ft
6061-T651 AMS 4027 (QQ-A-250/11) BARE 1.000” Per Square Ft
6061-T651 AMS 4027 (QQ-A-250/11) BARE 1.000” 12ft x 4ft
6061-T651 AMS 4027 (QQ-A-250/11) BARE 1.500” Per Square Ft
6061-T651 AMS 4027 (QQ-A-250/11) BARE 1.500” 12ft x 4ft
6061-T651 AMS 4027 (QQ-A-250/11) BARE 2.000” Per Square Ft
6061-T651 AMS 4027 (QQ-A-250/11) BARE 2.000” 12ft x 4ft
7075-T651 QQ-A-250/12 BARE 0.250” Per Square Ft
7075-T651 QQ-A-250/12 BARE 0.250” 12ft x 4ft
7075-T651 QQ-A-250/12 BARE 0.375” Per Square Ft
7075-T651 QQ-A-250/12 BARE 0.375” 12ft x 4ft
7075-T651 QQ-A-250/12 BARE 0.500” Per Square Ft
7075-T651 QQ-A-250/12 BARE 0.500” 12ft x 4ft
7075-T651 QQ-A-250/12 BARE 0.625” Per Square Ft
7075-T651 QQ-A-250/12 BARE 0.625” 12ft x 4ft
7075-T651 QQ-A-250/12 BARE 0.750” Per Square Ft
7075-T651 QQ-A-250/12 BARE 0.750” 12ft x 4ft
7075-T651 QQ-A-250/12 BARE 1.000” Per Square Ft
7075-T651 QQ-A-250/12 BARE 1.000” 12ft x 4ft
7075-T651 QQ-A-250/12 BARE 1.500” Per Square Ft
7075-T651 QQ-A-250/12 BARE 2.000” Per Square Ft
7075-T651 QQ-A-250/12 BARE 2.500” Per Square Ft
7075-T651 QQ-A-250/12 BARE 3.000” Per Square Ft

4|Page




ALUMINIUM PLATE

Type - Temper Specification Condition Thickness Sheet Size
7075-T7351 AMS 4078 (QQ-A-250/12) BARE 0.250” Per Square Ft
7075-T7351 AMS 4078 (QQ-A-250/12) BARE 0.250” 12ft x 4ft
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ALUMINIUM ROUND TUBE

Type - Temper Specification OD Inches WT Inches
2024-T3 WW-T-700/3 0.250” 0.035”
2024-T3 WW-T-700/3 0.3125” 0.049”
2024-T3 WW-T-700/3 0.375” 0.049”
2024-T3 WW-T-700/3 0.500” 0.035”
2024-T3 WW-T-700/3 0.500” 0.049”
2024-T3 WW-T-700/3 0.625” 0.058”
2024-T3 WW-T-700/3 0.750” 0.065”
2024-T3 WW-T-700/3 0.875” 0.049”
2024-T3 WW-T-700/3 1.000” 0.049”
2024-T3 WW-T-700/3 1.000” 0.065”
2024-T3 WW-T-700/3 1.000” 0.120”
2024-T3 WW-T-700/3 1.250” 0.035”
2024-T3 WW-T-700/3 1.250” 0.049"”
2024-T3 WW-T-700/3 1.250” 0.065”
2024-T3 WW-T-700/3 1.250” 0.120”
2024-T3 WW-T-700/3 1.375” 0.065”
2024-T3 WW-T-700/3 1.500” 0.035”
2024-T3 WW-T-700/3 1.500” 0.049"”
2024-T3 WW-T-700/3 1.500” 0.065”
2024-T3 WW-T-700/3 1.500” 0.095”
5052-0 WW-T-700/4 0.1875” 0.035”
5052-0 WW-T-700/4 0.188” 0.028"
5052-0 WW-T-700/4 0.250” 0.028"
5052-0 WW-T-700/4 0.250” 0.035”
5052-0 WW-T-700/4 0.3125” 0.035”
5052-0 WW-T-700/4 0.375” 0.028"
5052-0 WW-T-700/4 0.375” 0.035”
5052-0 WW-T-700/4 0.375” 0.049"”
5052-0 WW-T-700/4 0.500” 0.035”
5052-0 WW-T-700/4 0.500” 0.049"”
5052-0 WW-T-700/4 0.625" 0.035”
5052-0 WW-T-700/4 0.625" 0.049"”
5052-0 WW-T-700/4 0.750” 0.035”
5052-0 WW-T-700/4 0.750” 0.049"”
5052-0 WW-T-700/4 1.000” 0.035”
5052-0 WW-T-700/4 1.000” 0.049"”
5052-0 WW-T-700/4 1.250” 0.035”
5052-0 WW-T-700/4 1.500” 0.049"”
5052-0 WW-T-700/4 1.750” 0.049"”
5052-0 WW-T-700/4 2.000” 0.065"
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ALUMINIUM ROUND TUBE

Type - Temper Specification OD Inches WT Inches
6061-T6 WW-T-700/6 0.250” 0.035”
6061-T6 WW-T-700/6 0.250” 0.058”
6061-T6 WW-T-700/6 0.3125” 0.035”
6061-T6 WW-T-700/6 0.375” 0.028”
6061-T6 WW-T-700/6 0.375” 0.035”
6061-T6 WW-T-700/6 0.375” 0.049”
6061-T6 WW-T-700/6 0.500” 0.035”
6061-T6 WW-T-700/6 0.500” 0.049”
6061-T6 WW-T-700/6 0.500” 0.058”
6061-T6 WW-T-700/6 0.500” 0.065”
6061-T6 WW-T-700/6 0.625” 0.035”
6061-T6 WW-T-700/6 0.625" 0.049”
6061-T6 WW-T-700/6 0.625” 0.058”
6061-T6 WW-T-700/6 0.625” 0.065”
6061-T6 WW-T-700/6 0.750” 0.035”
6061-T6 WW-T-700/6 0.750” 0.049"”
6061-T6 WW-T-700/6 0.750” 0.058”
6061-T6 WW-T-700/6 0.750” 0.065”
6061-T6 WW-T-700/6 0.750” 0.125”
6061-T6 WW-T-700/6 0.875” 0.035”
6061-T6 WW-T-700/6 0.875” 0.049"”
6061-T6 WW-T-700/6 0.875”" 0.058”
6061-T6 WW-T-700/6 0.875”" 0.120”
6061-T6 WW-T-700/6 1.000” 0.035”
6061-T6 WW-T-700/6 1.000” 0.049"”
6061-T6 WW-T-700/6 1.000” 0.058"”
6061-T6 WW-T-700/6 1.000” 0.065”
6061-T6 WW-T-700/6 1.000” 0.125"
6061-T6 WW-T-700/6 1.000” 0.188"
6061-T6 WW-T-700/6 1.125” 0.035”
6061-T6 WW-T-700/6 1.125” 0.058"
6061-T6 WW-T-700/6 1.125” 0.125"
6061-T6 WW-T-700/6 1.250” 0.035”
6061-T6 WW-T-700/6 1.250” 0.049"”
6061-T6 WW-T-700/6 1.250” 0.065"
6061-T6 WW-T-700/6 1.250” 0.125"
6061-T6 WW-T-700/6 1.375” 0.058"
6061-T6 WW-T-700/6 1.500” 0.035”
6061-T6 WW-T-700/6 1.500” 0.058"
6061-T6 WW-T-700/6 1.500” 0.065"
6061-T6 WW-T-700/6 1.750” 0.035”
6061-T6 WW-T-700/6 1.750” 0.065"
6061-T6 WW-T-700/6 1.875” 0.058"
6061-T6 WW-T-700/6 2.000” 0.058"
6061-T6 WW-T-700/6 2.000” 0.083"
6061-T6 WW-T-700/6 2.500” 0.065"
6061-T6 WW-T-700/6 3.000” 0.065"
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ALUMINIUM HYDRAULIC TUBE

Type - Specification OD Inches WT
Temper Inches
6061-T6 AMS 4081 0.3125" 0.035”
6061-T6 AMS 4081 0.375” 0.035”
6061-T6 AMS 4081 0.500” 0.035”
6061-T6 AMS 4081 0.750” 0.035”

ALUMINIUM BRONZE ROD

o

Specification

Diameter Inches

AMS4640
AMS4640
AMS4640
AMS4640
AMS4640
AMS4640
AMS4640
AMS4640
AMS4640
AMS4640
AMS4640
AMS4640

0.500”
0.625”
0.750”
1.000”
1.375”
1.500”
1.750”
2.000”
2.250”
2.500”
3.000”
4.000”
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ALUMINIUM ROD

Type-Temper

Diameter Inches

2024-T351 0.500”
2024-1351 0.625”
2024-1351 0.750”
2024-1351 0.875”
2024-1351 1.000”
2024-1351 1.250”
2024-1351 1.375”
2024-1351 1.500”
2024-1351 1.750”
2024-1351 2.000”
2024-1351 2.500”
2024-1351 3.000”
2024-1351 3.500”
2024-1351 4.000”
2024-1351 4.500”
2024-1351 5.000”
2024-1351 6.000”
2024-T3511 2.250”

2024-T4 0.250”

2024-14 0.375”

6061-T6 0.250”
6061-T651 0.500”
6061-T651 0.625”
6061-T651 0.750”
6061-T651 1.000”
6061-T651 1.250”
6061-T651 1.500”
6061-T651 1.750”
6061-T651 2.000”
6061-T651 2.250”
6061-T651 2.500”
6061-T651 3.000”
6061-T651 3.500”
6061-T651 4.000”
6061-T651 5.000”
6061-T651 6.000”
7075-T651 0.500”
7075-T651 0.750”
7075-T651 1.000”
7075-T651 1.250”
7075-T651 1.500”
7075-T651 2.000”
7075-T651 2.500”
7075-T651 3.000”
7075-T651 4.000”
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ALUMINIUM RECTANGULAR BAR

Type — Temper

Dimensions Inches

2024-1351 0.500” x 4.000”
2024-T351 0.750” x 2.000”
2024-T351 0.750” x 7.000”
2024-T351 1.000” x 2.000”
2024-T351 1.000” x 6.000”
2024-T351 1.250” x 2.500”
2024-T351 1.250” x 3.000”
2024-1351 1.500” x 2.000”
2024-T351 1.500” x 2.500”
6061-T6511 0.125” x 2.000”
6061-T6511 0.250” x 1.000”
6061-T6511 0.250” x 1.500”
6061-T6511 0.250” x 2.000”
7075-T651 0.750” x 3.000”
7075-T651 2.000” x 2.500”
7075-T651 3.000” x 3.000”
7075-T7351 1.000” x 2.500”
7075-T7351 1.250” x 3.000”
7075-T7351 2.000” x 2.500”

ALUMINIUM SQUARE BAR

Type — Temper

Dimensions Inches

2024-T351 0.500” sQ
2024-T351 0.750” sQ
2024-T351 1.000” SQ
2024-T351 1.250” SQ
2024-T351 3.000” SQ
6061-T651 0.500” sQ
6061-T651 1.000” SQ
6061-T651 1.250” SQ
6061-T651 1.500” SQ
7075-T6511 3.000” SQ

ALUMINIUM HEXAGONAL BAR

g

Type-Temper

Diameter Inches

2024-T351
2024-T351

1.125”
1.250”




ALUMINIUM EXTRUSIONS

0

i

Part Number Material Shape Dimensions Inches

A B C
AND10133-0603-6 6061-T6511 90* angle 0.750” 0.750” 0.125”
BAC1503-100046-7 7075-T6511 90* angle 1.000” 1.000” 0.050”
AND10133-1002-2 2024-T3511 90* angle 1.000” 1.000” 0.094”
AND10133-1003-2 2024-T3511 90* angle 1.000” 1.000” 0.125”
LS5108/TMS60-26225 7075-T6511 190*55’ angle | 1.050” 1.050” 0.125”

CV553 (Pimalco 231001-1-2) 7075-T73511 Seat Track

11| Page




12| Page

CARBON STEEL TUBE

(Please note, only sold as full lengths — 24 feet)

Specification OD Inches WT Inches
CDS 1.000" 0.156"
CDW 1.500” 0.102"
CDW 1.750” 0.102”




CHROME MOLY ROUND TUBE
AMS 6360 (AMS-T-6736) Type 4130N

7

QUtS'de Wall thickness in Inches and Millimetres
Diameter
Inches 0.028| 0.035 | 0.049 | 0058 | 0065| 0083 | 0095 | 0.120| 0125 | 0.156| 0.188 | 0.250
Millimetres 071 | 0.89 1.24 1.47 1.65 2.10 2.41 3.05 3.18 3.96 4.76 6.35
1/4-0.250 | N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
6.35
5/16-0.3125 | N/A N/A N/A N/A N/A N/A N/A N/A
7.94
3/8-0.375 | N/A N/A N/A N/A N/A N/A N/A
9.53
7/16 - 0.4375 N/A N/A N/A N/A N/A N/A N/A
11.11
1/2-0.5 N/A N/A N/A N/A N/A
12.70
5/8 - 0.625 N/A N/A N/A N/A
15.88
3/4-0.75 N/A N/A N/A N/A
19.05
7/8-0.875 | N/A N/A N/A
22.21
1-1.0 N/A N/A
25.40
11/8-1.125 | N/A N/A N/A N/A N/A
28.58
11/4-1.25 | N/A N/A N/A N/A
31.75
13/8-1.375 [ N/A N/A N/A
34.93
11/2-15 | N/A N/A N/A
38.10
15/8-1.625 | N/A N/A N/A N/A N/A N/A
41.28
13/4-1.75 | N/A N/A N/A N/A
44.45
2-2.0 N/A N/A N/A N/A
50.80
21/4-2.25 | N/A N/A N/A N/A N/A N/A N/A N/A
57.15
21/2-25 | N/A N/A N/A N/A N/A N/A N/A N/A N/A
63.50
23/4-2.75 | N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
69.85
3-3.0 N/A N/A N/A N/A N/A N/A N/A N/A N/A
76.20
31/4-3.250 | N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
82.55
31/2-3.500 | N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
88.90
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CHROME MOLY SQUARE & RECTANGULAR TUBE

Outside A x Inches B WT Inches C
0.500” x 0.500” 0.035”
0.625” x 0.625” 0.065”
0.750” x 0.750” 0.035”
0.750” x 0.750” 0.065”
0.875” x 0.875” 0.065”
1.000” x 1.000” 0.035”
1.000” x 1.000” 0.049”
1.000” x 1.000” 0.065”
1.000” x 1.500” 0.065”
1.500” x 1.500” 0.065”
1.000” x 2.000” 0.095”

CHROME MOLY ROD

e

Condition Specification Dimensions Inches
4130 D4 MIL-S-6758 0.125”
4130 D4 MIL-S-6758 0.188”
4130 D4 MIL-S-6758 0.250”
4130 D4 MIL-S-6758 0.3125”
4130 D4 MIL-S-6758 0.375”
4130 D4 MIL-S-6758 0.500”
4130 D4 MIL-S-6758 0.625”
4130 D4 MIL-S-6758 0.750”
4130F4 MIL-S-6758 0.500”
4130F4 MIL-S-6758 0.625”
4130F4 MIL-S-6758 0.750”
4130F4 MIL-S-6758 1.000”
4130 F4 MIL-S-6758 1.250”
4130F4 MIL-S-6758 1.500”
4130F4 MIL-S-6758 2.000”
4130F4 MIL-S-6758 2.500”
4130 D4 MIL-S-6758 1.000”
4130 D4 MIL-S-6758 1.250”
4130 D4 MIL-S-6758 1.500”
4130 D4 MIL-S-6758 1.625”
4130 D4 MIL-S-6758 2.000”
4130 D4 MIL-S-6758 2.250”
4130 D4 MIL-S-6758 2.500”
4130 D4 MIL-S-6758 3.000”
4130 D3 MIL-S-6758 2.000”
4130 D1 AMS-6348 6.000”




CHROME MOLY RECTANGULAR BAR

Specification Dimensions Inches
4130D4 MIL-S-6758 0.500” x 1.000”
4130D4 MIL-S-6758 0.500” x 1.250”
4130D4 MIL-S-6758 1.000” x 2.000”

CHROME MOLY SHEET

Type Thickness Sheet Size

4130 Normalised Sheet — AMS 6345 0.025” 6ft x 3ft
4130 Normalised Sheet — AMS 6345 0.032” 6ft x 3ft
4130 Normalised Sheet — AMS 6345 0.040” 6ft x 3ft
4130 Normalised Sheet — AMS 6345 0.050” 6ft x 3ft
4130 Normalised Sheet — AMS 6345 0.063” 6ft x 3ft
4130 Normalised Sheet — AMS 6345 0.071” 6ft x 3ft
4130 Normalised Sheet — AMS 6345 0.080” 6ft x 3ft
4130 Normalised Sheet — AMS 6345 0.090” 6ft x 3ft
4130 Normalised Sheet — AMS 6345 0.100” 6ft x 3ft
4130 Normalised Sheet — AMS 6345 0.125” 6ft x 3ft
4130 Normalised Sheet — AMS 6345 0.160” 6ft x 3ft
4130 Normalised Sheet — AMS 6345 0.190” 6ft x 3ft
4130 Normalised Sheet — AMS 6345 0.250” 6ft x 3ft
4130 Normalised Sheet — AMS 6345 0.500” 6ft x 3ft

4130 Annealed Sheet — AMS 6350 0.050” 6ft x 3ft

4130 Annealed Sheet — AMS 6350 0.125” 6ft x 3ft
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MISCELLANEOUS SHEET

Specification Thickness Sheet Size
INCONEL 625 AMS5599H 0.040” Per Square Ft
INCONEL 625 AMS5599H 0.063” Per Square Ft

HASTELLOY X AMS5536 0.063” Per Square Ft
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STAINLESS STEEL SHEET

Type - Temper Specification Condition Thickness Sheet Size
301 MIL-S-5059 (AMS5519) FULL HARD 0.025” Per Square Ft
301 MIL-S-5059 (AMS5519) FULL HARD 0.032” 10ft x 3ft
301 MIL-S-5059 (AMS5518) % Hard 0.016” 10ft x 3ft
301 MIL-S-5059 (AMS5518) % Hard 0.020” 10ft x 3ft
301 MIL-S-5059 (AMS5518) % Hard 0.025” 10ft x 3ft
301 MIL-S-5059 (AMS5518) % Hard 0.032” 10ft x 3ft
301 MIL-S-5059 (AMS5518) % Hard 0.040” 10ft x 3ft
301 MIL-S-5059 (AMS5518) % Hard 0.050” 10ft x 3ft
301 MIL-S-5059 (AMS5518) % Hard 0.063” 10ft x 3ft
301 MIL-S-5059 (AMS5518) % Hard 0.080” 10ft x 3ft
301 MIL-S-5059 (AMS5518) % Hard 0.100” 10ft x 3ft
301 MIL-S-5059 (AMS5518) % Hard 0.125” 10ft x 3ft
301 MIL-S-5059 (AMS5517) % Hard 0.016” 10ft x 3ft
301 MIL-S-5059 (AMS5517) % Hard 0.020” 10ft x 3ft
301 MIL-S-5059 (AMS5517) % Hard 0.025” 10ft x 3ft
301 MIL-S-5059 (AMS5517) % Hard 0.032” 10ft x 3ft
301 MIL-S-5059 (AMS5517) % Hard 0.040” 10ft x 3ft
301 MIL-S-5059 (AMS5517) % Hard 0.050” 10ft x 3ft
301 MIL-S-5059 (AMS5517) % Hard 0.063” 10ft x 3ft
321 AMS5510 Annealed 0.016” 10ft x 3ft
321 AMS5510 Annealed 0.020” 10ft x 4ft
321 AMS5510 Annealed 0.025” 10ft x 3ft
321 AMS5510 Annealed 0.032” 10ft x 3ft
321 AMS5510 Annealed 0.040” 10ft x 3ft
321 AMS5510 Annealed 0.050” 10ft x 3ft
321 AMS5510 Annealed 0.063” 10ft x 3ft
321 AMS5510 Annealed 0.080"” Per Square Ft
347 AMS5512 Annealed 0.063" Per Square Ft
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201 STAINLESS STEEL SUPER-BUFFED WELDED ROUND TUBE

(Economical, replaces chrome, re-polishes after welding.)

OD Inches

WT Inches

1.000”

0.065”




STAINLESS STEEL TUBE

=7

Type Specification Condition OD Inches WT Inches
T304 MIL-T-8504 0.250” 0.020”
T304 MIL-T-8504 0.250” 0.028”
T304 MIL-T-8504 0.250” 0.035”
T304 MIL-T-8504 0.375” 0.035”
T304 MIL-T-6845 1/8 Hard 0.250” 0.028”
T304 MIL-T-6845 1/8 Hard 0.250” 0.035”
T304 MIL-T-6845 1/8 Hard 0.3125" 0.028”
T304 MIL-T-6845 1/8 Hard 0.375” 0.035”
T304 MIL-T-6845 1/8 Hard 0.625” 0.028”
T304 MIL-T-6845 1/8 Hard 0.750” 0.049”
T304 MIL-T-6845 1/8 Hard 1.000” 0.035”
T316 ASTM-A-269 0.125” 0.020”
T316 ASTM-A-269 0.250” 0.035”
T321 MIL-T-8808/8806 HYDRAULIC 0.250” 0.035”
T321 MIL-T-8808 0.375” 0.020”
T321 MIL-T-8808 0.375” 0.028”
T321 MIL-T-8808 0.500” 0.020”
T321 MIL-T-8808 0.500” 0.065"
T321 MIL-T-8808 0.625” 0.035”
T321 MIL-T-8808 1.000” 0.028”
T321 MIL-T-8808 1.000” 0.065”
T321 MIL-T-8808 1.750” 0.035”
T321 MIL-T-8808 1.750” 0.049”
T321 MIL-T-8808 1.875” 0.049”
T321 MIL-T-8808 2.000” 0.049”
STAINLESS STEEL ROD
Type Condition Specification Diameter Inches
17-4PH Annealed AMS5643 0.750”
17-4PH Annealed AMS5643 1.125”
17-4PH Annealed AMS5643 1.500”
17-4PH Annealed AMS5643 2.000”
321 Annealed AMS5645 0.1875”
321 Annealed AMS5645 0.375”
321 Annealed AMS5645 0.750”
321 Annealed AMS5645 1.000”
321 Annealed AMS5645 2.000”
347 Annealed AMS5646 0.125"
347 Annealed AMS5646 0.250”
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STREAMLINE TUBE

" A
B
Material A Inches B Inches WT Inches
4130N 1.145 0.515 0.035
4130N 1.660 0.710 0.049
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TITANIUM SHEET (MIL-T-9046)

Specification Thickness Inches Sheet Size
CP1 Annealed AMS 4901 0.016” 3’ x 8’ Sheet
CP1 Annealed AMS 4901 0.020” 3’ x 8’ Sheet
CP1 Annealed AMS 4901 0.025” 3’ x 8’ Sheet
CP1 Annealed AMS 4901 0.032” 3’ x 8’ Sheet
CP1 Annealed AMS 4901 0.040” 3’ x 8’ Sheet
CP1 Annealed AMS 4901 0.050” 3’ x 8’ Sheet
CP1 Annealed AMS 4901 0.063” 3’ x 8’ Sheet
6AL-4V, AB-1 Annealed AMS 4911 0.016” 3’ x 8’ Sheet
6AL-4V, AB-1 Annealed AMS 4911 0.020” 3’ x 8’ Sheet
6AL-4V, AB-1 Annealed AMS 4911 0.025” 3’ x 8’ Sheet
6AL-4V, AB-1 Annealed AMS 4911 0.032” 3’ x 8’ Sheet
6AL-4V, AB-1 Annealed AMS 4911 0.040” 3’ x 8’ Sheet
6AL-4V, AB-1 Annealed AMS 4911 0.050” 3’ x 8’ Sheet

TITANIUM ROD

=

Specification

Diameter Inches

AMS 4928 6AI-4V 0.500”
AMS 4928 6AI-4V 1.000”
AMS 4928 6AI-4V 1.500”
AMS 4928 6AI-4V 2.000”




21| Page

WELDING ROD

o

AMS No. Description Rod Diameter
4190 4043 Aluminium 1/16” 0.062”
4190 4043 Aluminium 1/8” 0.125”
4246 357 Aluminium 1/16" 0.062”
4395 AZ92A Magnesium 3/32” 0.093”
4395 AZ92A Magnesium 1/8” 0.125
4951 CP Titanium 1/16" 0.062”
4954 6AL-4V Titanium 1/16" 0.062”
4954 6AL-4V Titanium 3/32” 0.093”
4954 6AL-4V Titanium 1/8” 0.125”
5680 T-347 Stainless 0.035”
5786 Alloy H-W 0.035”
5786 Alloy H-W 0.045”
5786 Alloy H-W 1/16 0.062”
5837 Alloy I-625 0.045”
5837 Alloy I-625 1/8” 0.125”
6457 4130 V.M. 1/16" 0.062”
6457 4130 V.M. 1/8” 0.125”
6458 17-22 V.M. 1/16” 0.062”




